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In the Abstract 

Please substitute the following amended Abstract for the Abstract as currently pending 
(deleted matter is shown by strikethrough and added matter is shown by imderlining): 

A vet e rinary syringe is propos e d, comprising a bas e body (2), on th e front side of which a 
syring e barrel (5) rocoiving th e m e dicam e nt is arrang e d whil e a guiding el e ment (10) for a 
plxmg e r rod (7) that is guid e d th e r e in so as to b e movabl e in a longitudinal dir e ction is arranged 
on the rear side thereof, and on e e nd of said plunger rod (7), to which a plung e r (8) is attached, 
extends into th e syringe barrel (5), said syring e furth e r comprising a handl e ( 4 ) for holding th e 
syring e (1)> an operating lev e r (13), one end (1 4 ) of which is pivotably attach e d to the lower part 
(15) of the handl e (4) whil e th e oth e r e nd (16) th e reof is guid e d within th e bottom sid e (3) of th e 
guiding e l e m e nt (10) and engages with a toothed rack (11) via a spring biased catch (12), said 
tooth e d rack (11) being dispos e d on th e bottom sid e of th e plung e r rod (7), and a locking d e vic e 
(27) for the plung e r rod (7) which engages with th e tooth e d rack (11) is provided as a locking 
slider (29) dispos e d inside th e guiding e l e m e nt (10) so as to bo movabl e in a v e rtical dir e ction at 
the e nd th e r e of, is provid e d with an op e ning (32) through which th e plunger rod (7) is guid e d and 
e xt e nds into the toothed rack (11) from b e low, loclcing said tooth e d rack (1 1) so as to pr e v e nt it 
from withdrawing, wh e r e in said loclcing slid e r (29) can b e mov e d from th e lock e d position into a 
rel e as e d position for th e toothed rack (11) and can b e maintain e d in said r e l e as e d position by 
m e ans of an actuator, charact e riz e d by the loclcing slider (29) b e ing e xt e nd e d so as to protrud e 
out of th e bottom of the guiding e l e ment (10) toward the op e rating l e v e r (13), said e xtension 
comprising a bore (33), by a locking pin (3 4 ) being provided on th e op e rating l e v e r (13), which 
is arrang e d parall e l to th e plung e r rod (7), and by th e locking pin (3 4 ) e xtending into th e bor e 
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(33), in th e r e sting position of th e op e rating lev e r (13), wh e n th e loclcing slider (29) is proGGod 
down through th e guiding e l e m e nt (10) all th e way to th e loclcing pin (3 4 ) against the force of a 
Gpring(31). 

A veterinary syringe comprises a base body for receiving a syringe barrel with a guiding 
element for a plunger rod that is guided therein so as to be movable in a longitudinal direction. 
At one end of the plunger rod, a plimger is attached that extends into the syringe barrel. The 
syringe further comprises a handle and an operating lever. The operating lever is connected to a 
guiding element that engages with a toothed rack associated with the plunger rod, and with a 
locking device for the plunger rod that engages with the toothed rack. The locking device acts as 
a locking slider disposed inside the guiding element and has an opening through which the 
plunger rod is guided and extends into the toothed rack from below, locking the toothed rack so 
as to prevent it from withdrawing. 
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